Custom Accu-Detect™
Metal-Detectable Lahels

Ideal for use in food and beverage facilities or any location where possible
contamination is a concern.
* Heavy-Duty durable film with infused metal for detectability

« Strong, permanent adhesive adheres to metal or plastic with smooth, textured,
or uneven surfaces

* Designed to resist peeling and delamination and withstands high-pressure and
chemical washdowns.

« Can be detected by stationary and/or handheld metal detectors*
« Service Temperature Range: -40°F to 302°F (-40°C to 150°C)

* We recommend testing product with your equipment to ensure detectability.
/\ WARNING: Reproductive Harm — www.P65Warnings.ca.gov

Quantity breaks available. Contact us for a quote.

Shape | Size N

Circle Ideal for tracking inventory.
1" LMD101
2" LMD102
21/8" LMD103
21/2" LMD104
23/ LMD105
3 LMD106
other size LMD155
Square
1"x1" LMD211
2"x2" LMD212
21/2"x21/2" LMD213
3'x3" LMD214
other size LMD255
Rectangle
11/2"x3" LMD320
2"x 3" LMD321
2"x 4" LMD322
31/2"'x5" LMD323
5'x 7" LMD324
7'x 10" LMD325
9"x 12" LMD326
10" x 14" LMD327
other size LMD355

[ —
Note: For sizes larger than shown under each shape, contact us for custom sign
materials to meet your requirements. Create all types of food labels.
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Accu-Detect™
Metal-Detectable,
Self-Stick Pipe
Markers

Ideal for use in food and beverage facilities or any location where

possible contamination is a concern.

 Heavy-Duty durable film has strong permanent adhesive with
infused metal for detectability

« Suitable for high-pressure and chemical washdowns; stands
up to bleach or ammonia solutions

« Designed to resist peeling and delamination

* Can be detected by stationary and/or handheld metal detectors*

« Adheres to metal or plastic with smooth, textured, or uneven
surfaces

« Service Temperature Range: -40°F to 302°F (-40°C to 150°C)

* We recommend testing product with your equipment to ensure
detectability.

/N WARNING: Reproductive Harm - www.P65Warnings.ca.gov

To order, add size code after part number.

[ Code | Sz | Price/Each

SSA 1"x 8" $3.17
SSB 11/2"x8" 4.51
SSD 21/2"x 12" 6.45
SSH 4"x24" 14.04
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LEGEND NO. LEGEND NO.
BOILER FEEDWATER =»|  RmD101 GOOLING WATER SUPPLY msb> I: 113K
CARBON DIOXIDE =»|  RrmD103 CORN OIL  => ;"3
CHLORINE WATER =»|  RmD105 DOMESTIC COLD WATER ms> ISN:111:3F:7)
CONDENSATE RETURN =»|  RmD107 DOMESTIC HOT WATER  ms> J: V1P
DIESEL FUEL =»|  RrwD109 DRAIN 2| RMD146
GLYCOL RETURN =»|  RrwD111 FRYING OIL - NEW = -1V F
GLYCOL SUPPLY =»|  RwmD112 HIGH PRESSURE WATER m=> ISV, 3E:1)
HIGH PRESSURE STEAM =s»|  RMD114 NONEROTABLECHILLEDVATER RETURN s> [ :1V1o3 73
HOT WATER RETURN =»|  RwD116 NON-ROTALE CHILLED ATER SUPPLY m>- N: 1113 EE7
HOT WATER SUPPLY =»|  RmD118 NON-POTABLE WATER == - {V:3E1)
NATURAL GAS =»| RwmD120 POTABLE CHILLED WATER RETURN  msb> NGV 1314
DMPH D AIF RMD122 POTHBLE CHILLED WATER SUPPL msb> I: 1113 X

. RMD123 POTABLE HEAT RECLAIN == R Vv

ABANDONEL RMD125 POTABLE WATER ™= [J:("[s}[:x]
ATER RMD127 POTABLE WATER - GOLD" m=p> [: V2313

ONDENSATE DRA RMD129 POTABLE WATER - HOT == R Vl>}l4
ONDENSER WATER RETUR RMD131 SALAD OIL = mu:1Vnil::)
ONDENSER WATER SUPP RMD133 VIRGIN OIL =>4
DC | RMD135 SPRINKLER WATER = . "1F£]
00 ATER RETUR RMD137

/‘\ 21 CFR 110.80(b)(8)... Effective measures shall be taken to protect against
FD A the inclusion of metal or other extraneous material in food. Compli-
ance with this requirement may be accomplished by using sieves, traps,

\v/ electronic metal detectors, or other suitable effective means.

Check out Accu-Detect™ Metal-Detectable, Directional Arrow Tapes on our website!

800.237.1001 | Accuform.com




