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Accu-Shield™ & 
Heavy-Duty Accu-Shield™

R 15 Year 15 Years -60° to 260°F 48" x 96" ü

FB-X Accu-Shield™ R 15 Year 15 Years -60° to 212°F 48" x 96" ü

Reflecta-Shield™ R 10 Year 10 Years -30° to 200°F 48" x 72" ü

Lumi-Shield™ R 5–7 Years -30° to 175°F 24" x 36" ü

Plastic R ü ü 1–3 Years -90° to 168°F 36" x 48" ü

Plastic Plus R ü 1–3 Years -90° to 168°F 48" x 96" ü

Plastic-Lite R ü 3–5 Years 0° to 160°F 48" x 96" ü

Dura-Plastic™ R ü 7 Year 7 Years -50° to 190°F 24" x 36" ü

Dura-Shield™ R 4–5 Years -30° to 160°F 24" x 36" request

Lite Corrugated Plastic R 1–2 Years -17° to 160°F 24" x 36" request

Max Corrugated Plastic R 1–2 Years 0° to 140°F 48" x 96" request

Lumi-Glow™ Plastic R 3 Years -50° to 190°F 24" x 48" ü

Lumi-Glow™ Plus+ Plastic R 3–5 Years -50° to 190°F 48" x 96" ü

Aluminum, Dura-Aluminum, 
Heavy-Duty Aluminum, 
& Max-Duty Aluminium

R ü ü 5 Year 5 Years -40° to 250°F 48" x 96" ü

Engineer-Grade Prismatic 
Reflective Dura-Aluminum

R ü 5 Year 5–7 Years -40° to 250°F 36" x 48" ü

High-Intensity & DG High-Prism 
Reflective Dura-Aluminum

R ü 7 Year 7–10 Years -40° to 250°F 36" x 48" ü

Engineer-Grade Prismatic 
Reflective Max-Duty Aluminum

R ü 5 Year 5 Years -40° to 250°F 48" x 96" ü

Diamond Plate Max-Duty Aluminum R ü 5 Year 5 Years -40° to 250°F 36" x 48" ü

Lumi-Glow™ Dura-Aluminum R 5 Year 5 Years -30° to 175°F 24" x 36" ü

Galvanized Steel R ü 5 Year 5 Years -40° to 250°F 48" x 96" ü

Stainless Steel R 15 Year 15 Years up to 200°F 10" x 14" ü

St2 Laser Signs™ R Lifetime Lifetime up to 2000°F 14" x 20" ü

Flexible & Semi-Flexible 
Perma-Black™ Aluminum

F 10 Year 10 Years up to 700°F 20" x 24" ü

Perma-Black™ Stainless Steel R 15 Year 15 Years up to 750°F 20" x 24" ü

Aluma-Lite™ R ü ü 10 Year 10 Years -40° to 170°F 48" x 96" ü

Brushed Aluma-Lite™ R ü 10 Year 10 Years -40° to 170°F 48" x 96" request

Ultra Aluma-Lite™ R ü 10 Year 10 Years -40° to 170°F 48" x 96" request

Dura-Fiberglass™ & 
Heavy-Duty Fiberglass

R ü 10 Year 10 Years -40° to 212°F 48" x 96" ü

Adhesive Vinyl F ü 2 Years -40° to 176°F 36" x 48"

Adhesive Dura-Vinyl™ F 5 Year 5 Years -40° to 176°F 36" x 48"

Lumi-Glow™ Flex F 3 Years -30° to 175°F 24" x 36"

Lumi-Glow™ Plus+ Flex F 5 Year 5 Years -20° to 125°F 24" x 36"

Engineer-Grade Prismatic Adhesive Sheet F 5 Year 5–7 Years -30° to 200°F 36" x 48"

High-Intensity Prismatic Adhesive Sheet F 7 Year 7–10 Years -30° to 200°F 36" x 48"

PF-Poly Paper F 6 mos. -60° to 200°F 18" x 24"

Magnetic Sheeting F ü 2–4 Years -4° to 104°F 24" x 48"
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** Will ship within 24 hours. To qualify for QuickShip option, signs must be constructed 
from a qualifying material, in sizes 14" x 20" and under, and quantities of 25 or less.

* Signs marked include Duck Armor™ 
liquid laminate coating.  TM
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